
Addendum to Model VS-4 User's Manual 
Pertaining to the VS-4-B1 Custom Version

  
  
  
  
 

 Push-Button Switching Mode 
 
The VS-4-B1 has the ability to cycle through the 4 inputs via a push-button switch. 
Each time the button is pressed the VS-4 will select the next input. 
1  2  3  4  1  2 … 
 
A push-button cable is provided with the unit (please see picture below). 
 
When the VS-4-B1 is in button mode, the push-
button switch can be plugged into the VS-4-B1 
and will allow you to cycle through the inputs. 
When the VS-4-B1 unit is not in button mode 
(normal mode), an RS-232 cable can be 
connected to the VS-4-B1 and the unit will have 
all the functionality of the standard VS-4. (See 
VS-4 users manual). The only exception is that 
the main menu will not be output or displayed by the Hyper-terminal, but the system 
does respond to all the standard commands as outlined in the manual. 
 
When power is cycled on the VS-4-B1, the state of the button mode is remembered. 
This means that if the VS-4-B1 was in button mode when you removed power, it 
will remain in button mode when power is restored. This also goes for normal mode.  
 
To toggle between these 2 modes, press buttons 2 and 3 on the front panel of the VS-
4-B1 simultaneously. As shipped the VS-4-B1 is in button mode by default. 
 
Note: It is possible to lock up the software controlling the VS-4-B1 if you 

connect the push-button switch when the VS-4-B1 is in normal (Serial 
RS-232) mode. The symptoms for this failure are: the push-button 
switch will not work, serial control will not work, nor will any of the front 
panel buttons. The solution to this problem is to unplug the push-button 
switch and cycle power on the VS-4-B1. Before plugging the push-
button switch back into the VS-4-B1, put the VS-4-B1 into button mode 
by pressing buttons 2 and 3 simultaneously. 

 
Switching may be accomplished by other means (relay or electronically), but the 
action must close and then open the contact (3.5mm Tip to 3.5mm Shell) to work.  
3.5mm tip is pulled up to +5 volts thru 3.3k resistor. 3.5mm Shell is GND. 
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