
 

 

VSA-31 Version History 
 
 
Version 1.1 
 Baseline 
 
Version 1.2 
 Updated Version # 
 Updated Projector Files 
 
Version 1.3 
 Updated Version # 
 Corrected issue with using a 0x0A character in the projector string. 
 Changed Projector file format to include string lengths for all information 
 Forced update of projector file 
 Reformatted error messages 

• An issue was discovered that if you loaded a projector configuration file from disk and 
any of the strings being programmed into the projector contained a HEX 0x0A 
character, the GUI software would stop reading the file and issue a warning. 

• The user could always ‘recreate’ the projector strings and could always download them 
into the VSA-31.   The issue only arose when the configuration file was being 
‘Reloaded’ into the GUI 

 
Version 1.4 
 Updated Version # 
 Updated Projector files 
 
Version 1.5 
 Updated Version # 
 Revised GUI Software to add new Baud Rates (14400, 38400 and 115200) 
 Added 14400, 38400 and 115200 Baud Rates (Requires 22.1184 XTAL in Hardware and Firmware) 

• If New GUI is used with OLD Firmware and one of the new Baud rates is 
downloaded into the VSA-31, the old firmware WILL DEFAULT to 9600 Baud. 

 
Version 1.6 
 Updated Version # 
 Corrected error in Firmware Version detection 

Added PARITY submenu to GUI for selection of EVEN, ODD or NONE 
 

Version 1.7 
 Updated Version # 

Corrected problem where Configuration files where stored in the wrong directory 
 
 


