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Input 4x HDMI 2.0a
HDMI 2.0aOutput 2x
A/V expansion bays2x

Video

18 Gbps bandwidth
Up to 4K2K@60 4:4:4 8bits
HDCP 1.4, 2.2

USB3.0 Capture USB 3.0 superspeed type-B female 

Compatible with Windows 7/8.1/10, Mac, and Linux OS
Capture up to 4K2K@30 4:4:4

USB Recording USB 2.0 type-A female
1080p@60 recording

Audio HDMI

MIC Input 1x 3.5mm audio jack

1x 3-Pin Phoenix connector
48V Phantom and line level audio support

Embedding 1x Digital TOSLINK 

1x Stereo L/R 3.5mm audio jack
De-embedding 1x Digital TOSLINK

1x Stereo L/R 3.5mm audio jack

1x Balanced stereo 5-pin Phoenix connector 

Control RS-232 115200 Baud rate
3-Pin Phoenix connector

IP Embedded WEB-GUI
TCP/IP, Telnet commands

IR Remote

Supply

38 KHz
Power

Consumption 32W typical, 102W max (with expansion cards)
24V 5A DC (US/EU standards/CE/FCC/UL certified)

Temperature

Mechanical

Operation 0~40°C [32~104°F]
Storage -20~60°C [-4~140°F]
Relative Humidity 20~90% RH [non-condensing]

Mount Mounting brackets for 1RU rack or surface mount

Dimensions 17.30”(440 mm) W x 9.5”(241 mm) D x 1.75”(44 mm) H
Housing Aluminum
ESD Human body model - ±15kV [air-gap discharge] & ±8kV [contact discharge]

PCM2, PCM5.1, PCM7.1, 16/20/24
bits per sample up to 96kHz sampling rate


